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SMS_Mail – description of functions in individual versions 
 

 From 5.6.2016 v 16.6.5.1 – added information panel with number of received and sent SMSs 
and emails. Added option to run program in mode with function recovery without operator 
intervention. The program will start after pre-set time newly. The adjustement will help to 
solve troubles with repeating errors at very low signal.  

 
 From 15.1.2016 v 16.1.15.1 – Upgraded communication with WebMail class from 

System.Web.Helpers Namespace which can use ASP.NET technology for sending e-mails. 
Fixed hazard sitaution at SocketError.  

 
 From 8.3.2015 v 15.3.8.1 – option to use interface Text-To-Speech for reading of incoming 

SMS.  
 

 From 3.11.2014 v 14.11.3.1 -option to send SMS in UCS2(unicode) format also with GSM 
gateways Blue BRI Brave and PRImaGate. It is necessary to upgrade the firmware of GSM 
gateways to version 1.9.0.4 and higher.  

 
 From 13.9.2014 v 14.9.13.1 –option to send SMS in format UCS2(unicode) for charsets latin, 

cyrillic and Greek alphabet. Optionally it is also maintained the option to use conversion or 
transcription to the basic GSM charset.  

 
 From 26.4.2014 v 14.4.26.1 – Option to receive and convert e-mails coded in iso-8859-4,13,16 

and windows-1257, which are used in Baltic countries and in southern Europe. If it is 
possible, support of the character €. 

 
 From 2013-12-30 v.13.12.30.2 – Actualization of the option to use Unicode in ISDN gates. 

Actualization of the way of data display in Pop3.Tmp and Smtp.Tmp explorer.  
 

 From 2013-11-28 v.13.11.28.1 – Option to send confirmatory SMS, with information whether 
launching other program by incoming SMS and the program SMS_Mail was successful, to 
the sender.  

 
 From 2013-10-06 v.13.10.6.1 - Launching command line with SMS. Sending large batches SMS  

 
 From 2013-08-17 v.13.8.17.1 – added option to reduce number of SMSs sent in one batch. 

Protection against overflow of buffer for saving SMS messages in GSM gateway during 
sending great number of messages at once.  

 
 From 2013-07-27 v.13.7.27.2 - Patch for Exchange - Send Connector  

 
 From 2013-06-20 v.13.6.20.1.-.added option to send SMS with Status Report – by request to 

confirm that the sent SMS was delivered to the recipient.  
 

 From 2013-04-19 v.13.4.19.1 - added option to send and receive long - concatenated SMS.  
 

 From 2013-01-19 v.13.1.19.3 - added option to choose either regime text or PDU for transfer 
of SMS messages. Original PDU regime upgraded.  

 
 From 2013-01-01 v.13.1.1.3 – added option to use table for transfer telephone number – e-

mail address. Incoming e-mail address can be transferred to telephone number in SMTP 
server. Outgoing address, created automatically in POP3 server, can be replaced by the 
address according to the table.  

 
 From 2012-07-22 v.12.7.22.3 – added support of the external language file Lang.ini in 

unicode. Added option to export texts into CZ.ini and EN.ini etc.  
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 From 2012-05-27 v.12.5.27.1 – Added support of more languages into the user interface. 

Added Czech language.  
 

 From 2012-04-01 v.12.4.1.1 – Patch for treatment of the error of receiving mismatch 
characters on COM port.  

 
 From 2012-03-01 v.12.3.1.1 – Selection of SMS_Mail setting amended by TreeView.  

 
 From 2012-02-03 v.12.2.3.1 – added gateway Blue Gate A Brave.  

 
 From 2012-01-30 v.12.1.30.1 – added option to select the gateway BlueGate ISDN Brave. 

Change of the numbering of versions. The version number corresponds to the date of issue.  
 

 From 2012-01-21 v.3.1.5.16 – transferred to Delphi XE2.  
 

 From 2011-12-06 v.3.1.4.43 – option to send SMS by command line. Option to call command 
line by incoming SMS. SMS message can run other programs.  

 
 From 2011-09-02 v.3.1.4.32 – upgrade of cooperation of functions autorouting SMS to PC – 

Aliases+Basket+Autorouting. Period of connecting to GSM gateway can be set to time 
interval from 0.2 min.  

 
 From 2011-06-12 v.3.1.3.47 – support of Greek characters and German ß. POP3 server 

releases emails in UTF-8 format to clients.  
 

 From 2011-05-15 v.3.1.3.16 – added launching other programs. By program CmdSMail (SMTP 
klient) it can be sent information on e-mails which cannot be dispatched (undispatched :-), 
on undeliverable SMSs, unavailable GSM gateway, program closing or asserting exception in 
the program.  

 
 From 2011-02-04 v.3.1.3.03 - support of communication with SmtpClient class from .NET 

Framework. Option to minimalize program to SystemTray.  
 

 From 2011-02-03 v.3.1.2.74 - added function Autorouting – automatic routing of incoming 
SMS with answer to PC from which the question was sended.  

 
 From 2011-01-11 v.3.1.1.76 - changed default setting for address „From“ in incoming e-mail 

to the form +XXXXXXXX@smsmail.sms where +XXXXXXXX is telephone number of SMS 
sender.  

 
 From 2010-12-29 v.3.1.0.58 – receipt of SMSs in format UCS-2, conversion and transcription 

of characters.  
 

 From 2010-12-16 v.3.1.0.7 – it is possible to create a copy of e-mails received by SMTP server 
and to transfer it to POP3 server for sending to other clients  

 
 From 2010-11-17 v.3.0.9.46 – change of selection method of GSM device. Addition of uninstal 

to options in Windows control panel – to Uninstall - Add or remove program feature  
 

 From 2010-08-19 v.3.0.7.08 – check of GSM gateway status. Improvement of communication 
for COM port through USB  

 
 From 2010-08-13 v.3.0.7.06 – long relations with PRImaGate were patched.  

 
 From 2010-06-20 v.3.0.6.47 – parser of working files SMTP.TMP and POP3.TMP is improved.  
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 From 2010-05-23 v.3.0.6.08 – more general parser of items From, To and CC in SMTP server.  

 
 From 2010-04-18 v.3.0.6.01 – PRImaGate GSM gateway added. POP3 server expanded for 

communication with Mozilla Thunderbird.  
 

 From 2010-02-14 v.3.0.5.17 – implementation of SMTP server protocol because of new 
firmware of NAE units - Johnson Controls  

 
 From 2009-12-18 v.3.0.4.79 – structure of user`s interface and program settings were 

changed. New user`s help.  
 

 From 2009-12-15 v.3.0.4.57 – simple sending of SMS messages without e-mail SMTP client, 
directly from SMS_Mail is added.  

 
 From 2009-12-11 v.3.0.4.52 – option to administrate (delete, unplug, switch off) SMTP and 

POP3 clients is added.  
 

 From 2009-11-29 v.3.0.3.70 – explorer of SMTP and POP3 clients is added, command line of 
the main window is expanded.  

 
 From 2009-11-06 v.3.0.3.13 – command line of the main window is interactive and explorers 

of SMTP.TMP and POP3.TMP files – mail buffers with optional adjustment are added.  
 

 From 2009-10-19 v.3.0.3.02 – there were implemented the option to split long e-mail into 
more SMS messages and possibility to send SMS message in pre-set time.  

 
 From 2009-04-14 v.3.0.2.08 – option of identification without name only using IP address was 

added to the option of SMTP and POP3 clients identification using computer`s name.  
 

 From 2009-02-27 v.3.0.1.83 – the program was translated in Borland Developer Studio. From 
2009-01-28 v.2.0.6.42 – statement report with secured password verification was patched 
(problem in Outlook 2007).  

 
 From 2008-04-13 v.2.0.6.26 – option for receiving and sending of SMS messages into/from 

files was implemented.  
 

 From 2008-04-06 v.2.0.6.22 – options for communications with driving unit NAE is 
implemented.  

 
 From 2008-03-16 v.2.0.6.20 – conversion of Unicode charset is added from e-mail.  

 
 From 2008-02-04 v.2.0.6.17 - communicates with MiniGate gateways.  

 
 From 2008-01-31 v.2.0.5.43 – more robust method for reading of SMS messages blocks during 

communication with GSM gateway is used.  
 

 From 2008-01-01 v.2.0.5.22 – interface TCP-IP can be used for communication with GSM 
gateway.  

 
 From 2007-12-06 v.2.0.4.13 can recognize several charsets and characters in e-mails can be 

converted into characters of basic charset readable by any mobile phone.  
 

 From 2007-04-21 v.2.0.3.46 – option for insertion of SMS message arrival time into e-mail is 
implemented.  
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 From 2005-06-13 v.2.0.3.22 – the program`s options are expanded with function Basket.  
 

 From 2004-07-15 v.2.0.2.19 can send group SMS messages.  
 

 From 2004-06-09 v.2.0.0.7 - installation wizard is a part of the program. It is linked into main 
and sole program exe and can be run both automatically and by parameter.  

 
 From 2004-04-28 v.1.0.0.55 version the program has independent window for settings and 

option to create Aliases for network names of computers to which SMS messages are 
routed.  

 
 Up to 2004-02-18 v.1.0.0.13 version till February 2004, the program communicated with 

Outlook by OLE interface and optionally also by SMTP and POP3 server. 
 


